
Short delivery time   I   high quality   I   competitive prices 
We offer the BASIC KOMBI as an economic alternative to our cantilevered sliding 
gates KOMBI and KOMBI Alu. This gate is available in standard dimensions. The 
gate frame is fully welded in aluminium design to ensure long life fatigue strength.

Due to application of latest welding robot technology we are able to reduce pro-
duction time and guarantee high-speed production – as a matter of course in the 
quality provided by ZABAG. 

When operated manually or in combination with the well-engineered and individu-
ally configurable drive, control and safety technology, these systems offer highest 
ease of use in accordance with all legal safety requirements. 

Of course, all gates are delivered completely pre-assembled to ensure a fast instal-
lation on site.

Clear opening
3 up to 12 m  
(in 0.5 meter steps)

Gate frame height
•	 1.8 m
•	 2 m
•	 2.2 m

Al ZABAG sliding gates are 
equipped with active safety 
buffers at all main and side 
closing edges.

Optional
At your option, the BASIC 
KOMBI gate can be com-
bined with a pedestrian gate 
(width 1.20 m).

YOUR BENEFITS:

•	 full hight motor guide column, which provides 
	 enough space for comfortable access and easy 
	 installation of additional control components
•	 well-known ZABAG quality
•	 fully welded gate frame with state of the art welding 
	 technology
•	 short lead times
•	 standardized foundation plans and gate drawings 
	 available shortly after ordering

BASIC KOMBI
CANTILEVERED SLIDING GATES  
MADE OF ALUMINIUM

THE NEXT LEVEL OF SECURITY
www.zabag.de



Gate leaf fully weldet gate frame made of aluminium

Corrosion protection Aluminium parts are blasted and powder-coated twice.

Standard colours RAL: 6005, 7016, 7030, 9010 (additional colors available upon request)

Drive system
400 V, duty ratio of 100 % ED, S1; The motor can be adjusted very easily and quickly using an 
adjusting spindle, but is very precisely height-adjustable.

Control panel
ZABAG-control panel FU 15.5 or rather 27.5 with integrated inverter for soft start and soft stop 
will guarantee a fast, silent and low-wear movement.

Drive transmission toothed rack module 4

Gate speed approx. 0.2 m/s

Safety equipment in aacordance with DIN EN 12453  

Produced in accordance with DIN EN 13241

Certification ISO 9001 : 2015

As part of our on-going process of product improvement, we reserve the right to make design 
and specification changes or to discontinue products without prior notice.
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