
Parts of your health and environmentally conscious staff are coming to work by 
bike? You would like to have a controlled admission but also want to grant access for 
the bike as well? Our latest invention, the ZABAG ZENTRA-BIKE will offer both and 
combines a controlled personal passage with a separate and automated bike entry.

Access through the turnstile is given by card reader, key pad or such like as usually. 
Will the induction loop detect a bike at the same time, the bike access door will be 
opened automatically and the person can guide his bike through while passing the 
turnstile. The bike access door will then close again after an adjustable time.

The ZENTRA-BIKE stands out by its robust construction protected by ZABAG`s 
long lasting corrosion protection 3Plus and mixed with sophisticated details. The 
low-maintenance and energy efficient drive technology guaranties a high availability 
of the product. 

ZENTRA-BIKE
TURNSTILE WITH SEPARATE BIKE ENTRY

AREAS OF APPLICATION:

•	 industrial parks
•	 gouvernmental buildings/
    public authorities
•	 plant security
•	 public utility
•	 arenas, leisure parks
•	 residential parks and 
	 garages
•	 schools and universities

OPTIONAL FEATURES:

•	 roof
•	 rotor electrocally polished (glossy)
•	 bike door electrocally polished (glossy)
•	 push button, card reader
•	 intercom
•	 video surveillance systems
•	 separate card reader posts
•	 control cabinet
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Corrosion protection All steel parts (that are not hot dip galvanized) are finished to the ZABAG 3PLUS corrosion 
protection system - shot blasted, hot zinc sprayed, powder primed and a final finishing pow-
der colour coat. This special finish ensures high resistance to damage caused by ultraviolet 
light, scratches, chemicals or oil.

Rotor fender angle 3 x 120°

Total width 1.570 mm (single turnstile)

Total height 2.270 mm

Clear entry height 2.060 mm

Stainless steel rotors straight arms Ø 42 mm 

Rotor diameter 1.300 mm (standard)

Control unit programmable logic control

Guide wing infill 30 x 20 mm vertical bars max. 120 mm distance

As part of our on-going process of product improvement, we reserve the right to make design 
and specification changes or to discontinue products without prior notice.

TECHNICAL DETAILS


